














Governance in Radioactive Waste Management, D. Diaconu,
M. Constantin, SCN Pitesti, C. Mays, Symlog — France, G. H.
Dubreuil, S. Gadbois, MUTADIS - France;

4.16 The analisys of MCA effects on the CANDU supercells with
advanced fuel, A.Rizoiu, N. Mihailescu, I. G. Sanda, I. G. Sanda,
SCN Pitesti, UPB;

4.17 The Void Effect of VRC over the CANDU cells with advanced fuel,
A.Rizoiu, N. Mihailescu, I. G. Sanda, I. G. Sanda, SCN Pitesti, UPB

Poster Session

P1 Electrochemical Studies Of Uo2 Nuclear Fuel In Carbonate Solution,
A. Havris;

P2 Preliminary Results Concerning Radioactivity Monitoring of the Romanian
Danube Basin, R. Dobrin, C. Dulama, Al. Toma, C. Paunoiu, SCN Pitesti;
C. Varlam, ICSI Ramnicu Valcea

P3 Defining a Waste Characterization Strategy. A Case Study, C. Dulama, Al. Toma,
R. Dobrin, C.Paunoiu, M. Dulama, SCN Pitesti

P4 The use of CAN-DEREM procedure at the dynamic decontamination of 1Y-800,
M. Dragomir, M. Radulescu, M. Tunaru, L. Velciu, Gh. Oncioiu, SCN Pitesti;

P5 Adaptive Sampling — an Optimum Approach for NORM Characterization, Al.
Toma, C. Dulama, R. Dobrin, M. Dulama, C. Paunoiu

P6 Microbiologically Influenced Corrosion Of Carbon Steel In The Presence Of Iron
Oxidizing Bacteria, Authors: M. Tunaru, M. Dragomir, SCN Pitesti; A. Voicu,
Romanian Academy, Biological Institute

P7 Utilization Of Small Power Centrifugal Pumps With Variable Speed In Thermal
Thermo Energetic Installations, 1. Prisecaru, UPB; M. Bigu, M. Tenescu, N.
Anghel, I. P. Nita, CITON

P8 Susceptibility to crevice corrosion of welded Titanium alloys in chloride solutions,
L.Popa, M.Radulescu, L.Velciu, SCN Pitesti; I.V.Branzoi , UPB

Lunch
Workshop “Young Generation”

Best Western Parc Hotel - Terra Room

Technical Tour Cernavoda NPP / Nuclear Fuel Plant - Pitesti
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